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Due to the battery capacity, internal resistance, voltage and other parameter values are not
completely consistent, this difference causes the battery with the minimum capacity to be easily
overcharged and discharged during charging, and the smallest battery capacity becomes smaller after
damage, entering a vicious cycle. The performance of single cell directly affects the charge and
discharge characteristics of the whole battery and the deduction of battery capacity. BMS lack of
balance function is only a data collector, which is hardly a management system. The active equalization
function can realize the maximum 1A equalization current. Transfer the high-energy single cell to the
low-energy cell, or use the whole group of energy to supplement the lowest single cell. During the
implementation process, the energy is redistributed through the energy storage link, so as to ensure
the battery consistency to the greatest extent, improve the battery mileage and extend the battery life.

72 A ER F2 4% /5 (Product Overview and Features)

LS AR TE BN IMTTNEE; Integrate the third generation active balancing function;

R BT, A 4~8 Hi{#iH; Smart Integrated and string design, compatible with 4~8
strings;

ERGEA e, WA APP P HEAF AR E R IIIZ 4L Integrated Bluetooth function,
can use the APP quickly and easily view and set the parameters of BMS;

RS 4G F B L G R A FREE, IRFABE Y TOLL 324& MOS %, T2 RINZE . KRS 5t TOLL
package MOS tube with low package resistance, low parasitic inductance and low thermal resistance
is adopted to meet the application scenarios of high power and high current;

TEFE RIAMEECAE, 5 22 N 3% 5 Supports a variety of peripheral accessories to meet
multiple application scenarios;

XEF P G A L, 3 2 iz A2 I % Supports 10T cloud platforms and remote
monitoring of terminals;

SCRF PC i EAIHL, PRAEEE sl sk A2 1 B 24 Support PC host, quick view of history and
batch set parameters;

R R BREL I L T2, @52 KB T;The use of professional high-current wiring
design and technology, withstand the impact of large current;

ERE R R TRARYT . RS LRI DI RE; Supports over charge protection, over
discharge protection, over current protection, short circuit protection;

HA@RIIEE, vl pC BAALEL APP Xy 1l b, sk, W, iR, R
L RIR. BEHEZSEGHAT X E ;With communication function, you can set parameters such as
over-current, over-discharge, over-current, charge and discharge over-current, equalization,
over-temperature, under-temperature, hibernation and capacity through PC or APP;

* & ooV

® & 6 ¢ o o

3. EHEHIA (Basic specification)
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fawr ZH HIE
Index Specification Remarks
Vb H 2 Y =JC. BREE. KPR
Battery pack type NCM. LFP. LTO
N v =7 (NCM): 4~8S
o 2L 5 J (NCM): 4
Number of battery strings EREL(LFP): 4785
y SHing KIREE(LTO): 685
AR e 7 P 1.5V-4.9V
Cell sampling voltage range
I{’E FA, s . ] ~10V
Operating voltage range
¥ 7 3
Balance method Active Balance
T - ZER R ?{5
LA . <1.25W =B
Working power consumption Idle State
e A ERA
IR P R
Sleep current Idle State
TAEFR AT 4. IEW TAE Green: works properly
Working Light fh: HEWAY Red: Alarm or protection
P
+
Product weight 222558
167.5*%65.5%¥14.5mm
) sl
Product size o " .
Length*width*height
izt K/ (uF) Precharge size 04700 [10000 22000 [J33000 JF 25R HLFH
4. FARZSBE (Technical Parameters)
4.1. FRJCHE 4T Charging & Discharging With Active Balance
; RASH
KT A Test content - BT Unit £7F Remark
Default parameters
JECHL Discharge | %€ JA HLHIUR Rated Discharge Current 40/60/80/100
FRH charge EFSHL L Rated Charge current 40/60/80/100
5118771 J5 Ha JE Balanced Start Voltage 3.0 \' ¥ Can Be Set
1 ¥ J3 & 2= Balanced Opening Voltage Difference =10 mvV T % Can Be Set
FEhHH | HEGHIR Balance Current 9004200 mA A ¥ Can Be Set
Active Balance DLUR B %A R A B TF 3 304, R — T2, B e
The above two conditions must be meet at the same time. if one of condition is not meet, balance will be closed.
1. i3 ETFJEHE; Reach the set opening voltage.
2. BB S A £ Reach the set opening voltage difference.

4.2. BARH E/RP Single cell voltage Protection

Hbk: Rz WX Tk 14 SR Est 7 58212 Fiif: 0769-82822953
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HLE RS S5 BT Battery Type
Voltage Protection parameters =3¢ NCM 24 LFP EkER4 LTO
B R — s (VD
+ + +
Single cell over-voltage level 1 alarm (V) 4. 1£0.05 3.55%0.05 2.65+0.05
R 2
. FRRLR SRR (V) 4+0.05 3.4540. 05 2.55+0. 05
Single cell over-voltage level 1 alarm recovery (V)
AR R R (V)
+ + +
Single cell over-voltage level 2 protection (V) 4.2£0.05 3.6£0.05 2.7£0.05
T T —2 —
. RRLE = BRRE (V) . 4.1£0.05 3.55%+0.05 2.65+0. 05
Single cell over-voltage level 2 protection recovery (V)
AR R =R (V)
+ + +
Single cell over—voltage level 3 protection (V) 4.3%0.05 3.8£0.05 2.8530.05
YT —
. RRE=ZR R (V) . 4.2+0.05 3.740.05 2.840.05
Single cell over-voltage level 3 protection recovery (V)
BARRIE— 5 (VD)
+ + +
Single cell under-voltage level 1 alarm (V) 2.8510.05 2.65+0.05 1.85+0.05
BAARRIE—HEERE (VD
+ + +
Single cell under-voltage level 1 alarm recovery (V) 2.95%0.05 2.15%0.05 1.9%0.05
FARRIE =/ (VD
+
Single cell under-voltage level2 protection (V) 2.82£0.05 2.6£0.05 1.840.05
Vi Ny M
. RURE=BRFRE D 2.85+0. 05 2.6520. 05 1.85+0. 05
Single cell under-voltage level 2 protection recovery (V)
BRRE =R (D
+ +
Single cell under-voltage level 3 protection (V) 2.6£0.05 2.1£0.05 1.840.05
N =4 W
. RUREZRRFRE D 2.740. 05 2.240.05 1.740.05
Single cell under-voltage level 3 protection recovery (V)
WA s (VD
+ +
Balance ON voltage (V) 3+0.05 3%0.05 2+0.05
— WM& AR IERT  Level 1& Level 2 Protection delay 140. 8s
ZRARPIERT  Level 3 Protection delay 0.540. 4s
e R SHOTHORE, R RIERN SECR TR E
Note: Protection parameters can be set, recovery and delay parameters cannot be set;
4.3. BJEFRY Total Voltage Protection
BERT S 267 Battery Type
Voltage Protection parameters =JC NCM st LFP R4 LTO
HREEHRE (—4) Over-Charging Alarm (First Level) (4.1-0.05) *N (3.55-0.05) *N (2.65-0.05) *N
TR R (—Z%) Over-Charging Alarm Recover (First Level) (4-0.05) *N (3.45-0.05) *N (2.55-0.05) *N
TFEARY R (—Z%) Over-Charging Protection (Second Level) (4.2-0.05) *N (3.6-0.05) *N (2.7-0.05) *N
SRR E (=2%) Over-Charging Protection Recover (Second Level) (4.1-0.05) *N (3.55-0.05) *N (2.65-0.05) *N
SRR HEIE (=40 Over-Charging Protection(Level 3) (4.3-0.05) *N (3.8-0.05) *N (2.85-0.05) *N
T FEARYEER IS (=2%) Over-Charging Protection Recover(Level 3) (4.2-0.05) *N (3.7-0.05) *N (2.8-0.05) *N

S (—2%) Over-Discharging Alarm (First Level)

id

(2. 85+0. 05)*N

(2.65+0.05) *N

(1.85+0. 05) *N

PE @RS (—Z%) Over-Discharging Alarm Recover (First Level)

i

(2.95+0. 05)*N

(2.75+0.05) *N

(1.9+0.05) *N

R (—Z%) Over-Discharging Protection (Second Level)

(2. 82+0. 05)*N

(2.6+0.05) *N

(1.8+0.05) *N

AR ERRE S (2% Over-Discharging Protection Recover (Second Level)

(2. 85+0. 05)*N

(2.65+0.05) *N

(1.85+0. 05) *N

R I (=Z%) Over-Discharging Protection(Level 3)

(2.6+0.05) *N

(2.1+0.05) *N

(1.7+0.05) *N

AR R B (=2%) Over-Discharging Protection Recover(Level 3)

(2.7+0.05) *N

(2.2+0.05) *N

(1.75+0.05) *N

HhE T AREETTFS L X T i 14 SR AR 7T 521
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— P& IR IERT  Level 1& Level 2 Protection delay 140.8s
= ARYIER]  Level 3 Protection delay 0.5+0.4s

T L P SETHRE, WERERN SEORATRE: 2. N YRIBE G

Note: 1. Protection parameters can be set, recovery and delay parameters cannot be set;2. N isthe number of battery

strings;
4.4. AR Over-Current Protection
FrE LI T R (— ) B IR R () IR (=)
Continuous Current Charging / Discharging Charging / Discharging Charging / Discharging
o T EE, Over-Current Value Alarm Over-Current Value Protection Over-Current Value Protection
Charging | Discharging (Level 1) (Level 2) (Third Level)
40A 40A 48+3%A @ Delay 1+0.8s 90+ 3%A @ Delay 2+0.8s 120+ 3%A @ Delay 1+0.8s
60A 60A 72+ 3%A @ Delay 1+0.8s 90+ 3%A @ Delay 2+0.8s 120+ 3%A @ Delay 1+0.8s
80A 80A 96+3%A @ Delay 1£+0.8s 120+ 3%A @ Delay 2+0.8s 160+ 3%A @ Delay 1£+0.8s
100A 100A 120+3%A @ Delay 1+0.8s 150+ 3%A @ Delay 2+0.8s 200+ 3%A @ Delay 14+0.8s
1. ZHJ¥%E CanBe Set;
% 2. FHIHRARP R AR #2457 B 2% Charging Over-Current Protection Recover condition: Remove the charger
7 Remark
3. R R RS AE . #FR 113X Discharging Over-Current Protection Recover condition: Remove the load
4. fREZIERS N 1£0.8s, Release delay: 1+0.8s
4.5. JHEARY" Short Circuit Protection
R NZE Test content BINZ# Default parameters AT Unit
5 %1547 22 Short Circuit Protection Conditions A1 67 2545 % External load short circuit A
_— FEBR R4 IER) Short Circuit Protection Delay 10~500 us
A — o o N o N -
P TiAH S HL IR T i /AIME B s T R KB ] R it R B ORI R, ANORIE A R OR A, AN S U R B DR AP DK
sh SEBR L% 2 (0] He s 4, 2 B F] 4K A #E . Note: Short-circuit current less than the minimum value or higher than the
ort
Circui maximum value may cause short-circuit protection failure, does not guarantee short-circuit protection, and is not
ircuit
b . recommended to do short-circuit protection test. It is not recommended to do the short-circuit protection test. The actual
rotection
test is subject to the customer sending back the battery pack to our company for testing.
1% 2411 Release Condition | R 3 R 5/ 78 HL iR % Remove Load Release/Charging Release
4.6. AMTIEFELRY Temperature Protection
, RASH LA
I AZ Test content Z
Default parameters Unit
FEHEESEEE (—2 Charging High Temperature Alarm(Level 1) 5543 C
70 L R i
" FEHLEIR S ERURE (—2%) Charging High Temperature Alarm Release(Level 1) 50+3 C
Charging High
T ERAYEE (Z47) Charging High Temperature Protection(Level 2) 65+3 C
Temperature
7o HE AR R GEE (—4%) Charging High Temperature Protection Recover(Level 2) 60+3 C
b e X T 14 S R =t 7 521 )2 HiTL: 0769-82822953
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FTHEERGYIERE (=40 Charging High Temperature Protection(Level 3) 75+3 C
FEHEIRAT BGRE (=Z%) Charging High Temperature Protection Recover(Level 3) 70+3 C
TSR SR (—2%) Discharging High Temperature Alarm(Level 1) 65+3 C
TEE R TR IR A R GEE (—2)) Discharging High Temperature Alarm Recover(Level 1) 60+3 C
Discharging T E IR IR (2% Discharging High Temperature Protection(Level 2) 70+3 C
High FCR R AR B RGREE (—4%) Discharging High Temperature Protection Recover(Level 2) 65+3 C
Temperature | i HLEIRARTIEE (=4%) Discharging High Temperature Protection(Level 3) 75%3 C
FCR R AR B RGREE (=2%) Discharging High Temperature Protection Recover(Level 3) 70+3 C
FEHARE &% (—%%) Charging Low Temperature Alarm (Level 1) -10+3 C
: FEHARIR S B RBORIE (—%%) Charging Low Temperature Alarm Recover (Level 1) -5+3 C
T FEHARIE RS (—2%) Charging Low Temperature Protection (Level 2) -20+3 C
Charging Low
78 AR AR B GEE (—4%) Charging Low Temperature Protection Recover (Level 2) -15+3 C
Temperature
FEHRIE 5P (=2%) Charging Low Temperature Protection(Level 3) -40+3 T
7o HARE R B RGEE (=2%) Charging Low Temperature Protection Recover(Level 3) -35+3 C
TR IR A2 (—Z%) Discharging Low Temperature Alarm (Level 1) -10+3 C
AR TR IR 2 2R G (—4)) Discharging Low Temperature Alarm Recover (Level 1) -5+3 C
Discharging TR IR RS ( —Z%) Discharging Low Temperature Protection (Level 2) -20+3 C
Low FCRARIE AR B RGREEE (—2%) Discharging Low Temperature Protection Recover (Level 2) -15+3 C
Temperature | J{HGIRARY" (=4%) Discharging Low Temperature Protection(Level 3) -40+3 c
FCRARIE AR B RGREE (=2%) Discharging Low Temperature Protection Recover(Level 3) -35+3 C
— 2 & IR I A T AR A SE TS Level1&Leve2 Temperature Alarm&Protection Delay 1+0.8 S
Y R S AR GE R Leve3 Temperature Alarm&Protection Delay 0.5+0.4 S
U : KBRS, Sk S ESRRY, HEASKMARBE MOS, RIIF 2K M7 MOS.
Logic description: When the open condition is reached, alarm or protection will be triggered, alarm will not turn off the
Tt charging/discharging MOS, and protection will turn off the charging/discharging MOS.
Description | {RIFEKAKEME TR E, KELENSHATIRE;
Protection value and recovery value can be set, recovery delay parameter cannot be set. ;
W YIREERAL IR M I R B A iy, BRI 2R FE s (R 7R O MOS IRFS, (H R R 5 8 (E
Note: In case of faults such as open circuits or short circuits in the temperature sensing harness, the temperature failure will be filtered by
default (maintaining the charging/discharging MOS state but displaying the corresponding warning message)

VE: 1. LESBETE; Note: 1, the above parameters can be set;

4.7. MOS IR JE 4" MOS Temperature Protection

. RSH L:<¥iv
KM N7 Test content
Default parameters Unit
IR (—2%) High Temperature Alarm (Level 1) 90+3 C
EIREEE (—42¢) High Temperature Alarm Release (Level 1) 85+3 C
MOS HE
FERARP (—2%) High Temperature Protection (Level 2) 100£3 C
MOS
ER— AR RS (2% High Temperature Protection Release (Level 2) 95+3 C
Temperature
ER 5 (=2 High Temperature Protection(Level 3) 110£3 C
B AR IR E (=% High Temperature Protection Release(Level 3) 105+3 C
. B — 2 & IR 5 K AR PIE R Levell&Leve2 High Temperature Alarm&Protection Delay 1+0.8 S
Hbk: Rz WX Tk 14 SR Est 7 58212 Fi1fi: 0769-82822953
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Description

=R T AR IERT High Temperature Alarm&Protection Delay

0.5+0.4

| s

WU BETTRFIN, il S EeR, &

BAZFATEHH MOS, G I &5 T H MOS.

Logic description: When the open condition is reached, alarm or protection will be triggered, alarm will not turn off the

charging/discharging MOS, and protection will turn off the charging/discharging MOS.

E: 1. PLESHEATHE; Note: 1, the above parameters can be set;

4.8. K752 Voltage Difference Alarm

. RIS VA
WA A Test content
Default parameters Unit
JEZE K —245% Level 1 alarm of excessive differential pressure 0.5 \
S JE#5d K = 4 %5 % Excessive differential pressure Level 2 protection 0.8 v
Voltage JEZET K =245 Excessive differential pressure Level 3 protection 1 v
Difference JEZE K — 245K &2 Level 1 alarm recovery of excessive differential pressure 0.3 v
Alarm HEZE K &5 2K & Excessive differential pressure, level 2 protection recovery 0.5 v
JEZT K= 52K &2 Excessive differential pressure, level 3 protection recovery 0.8 \
— &I T S AR LERT Level 1&Ievel 2 Excessive differential pressure 1408
= 0. S
Alarm&Protection Delay
FEIT Delay — -
ERIEEHE AR LR Level 3 Excessive differential pressure Alarm&Protection 0.5404
S5=>0. S
Delay
F: 1. DL ESHAi&E; Note: 1, the above parameters can be set;
4.9. 1§ 7% Temperature Difference Alarm
. RASH by
KM R Test content -
Default parameters Unit
1R 2 — 2% &5 2 First Level Temperature Difference Alarm 10£2 T
TE RZE— R 52K E First Level Temperature Difference Alarm Recover 542 T
Temperature | % 2 5% Second Level Temperature Difference Alarm 1542 T
Difference R R R E Second Level Temperature Difference Alarm Recover 10£2 T
Alarm 7 =2 &5 Third Level Temperature Difference Alarm 20t2 C
2 =2 &5k 5 Third Level Temperature Difference Alarm Recover 15+2 C
— R & YR FE 5 AL Level 1&level 2 Temperature Difference Alarm Delay 1£0.8 S
SR} Delay
ZRIR E AL Level 3 Temperature Difference Alarm Delay 0.5+0.4 S
¥ 1. DL ES¥ATi%E: Note: 1, the above parameters can be set;
4.10. #KF% Thermal runaway
P HFE Thermal runaway
M N Test content BIE Action

ARE i

|$1ZIS%ET* ST R (RERD T BE =00V R, FREERRIN =), HBER R T RS % BEIR

S 7e i MOoS &, H

b e X T 14 S R =t 7 521 )2
21/ F, building 7, Tian'an Yungu, No. 14, Gongye South Road, Songshanhu District, Dongguan TEL: 0769-82822953
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Opening [ 2 B EF 5°C LA B AN 25 (DO it i L
condition | The voltage of the single unit drops continuously (20.1V per second judgement, continuous SP)RRSEN AR A
detection for three seconds), And the instantaneous temperature rise is too large (reference | JfZ= W[,
threshold temperature rises more than 5 “C every 2 seconds to judge) Turn off the charging
AR RS RS HRMEN: G R =0.2v LU EARIW, Feebka il =F0) HBRRHR | and discharging MOS
1 — FEK(SHRE: BIEUE 2 L7 10°C L) tubes, and the buzzer
f;:n/ir;f:# The voltage of the single unit continues to drop (reference threshold: a drop of 0.2V per (DO1 output high level)
condition Il second or more is judged, and continuous detection for three seconds) and the continues to sound; the
instantaneous temperature rise is too large (reference threshold: the temperature rises by host computer reports
more than 10 ‘C every 2 seconds as a judgement) thermal runaway fault;
FHR 2 TGS e K AR RS 70°C) BRI K(SHBME: BE S 2 # Bt
TR %= | 10°C Ay )
Opening Battery temperature rises (above the maximum operating temperature of 70°C) and the
condition 11l instantaneous temperature rise is too large (reference threshold: the temperature is judged
to rise by more than 10°C every 2 seconds)
K g BMS %@%%ﬁ&@
Turn off Reboot BMS Deactlvatlng Thermal
Runaway Failure
4.11. 'EAES %L Reliability Parameter
Fg i H ¥
%gg?s ) FHL AR WIS FF (Current detection accuracy ):  <<(23%FSR)
1 ) B, T 460065 2 ( Voltage detection accuracy): << £5mV
Detection accuracy (Normal | . N . .
. TELEE RIS F ( Temperature detection accuracy): <<2°C
temperature 25°C)
15 BAEtE BAAAHRT 380 KBIIE R, SRAEERERY, Maia s, B, WA, soc,
(512Kb, FFE&EIRLTR R mos FRA . M KIBITIRES
2 Information storage Maximum storage of more than 380 pieces of history information, including single cell
(512Kb, meets India AIS-156 | over-voltage and under-voltage protection, current total voltage, current, temperature, SOC,
requirement requirements) MOS tube status, short circuit and operating status, etc.
i CAN i\ 4 2 250K,485/UART I EF# 9600bps 7 H¢il i\ 1 FH 4 i8 %
3 o CAN communication baud rate 250K, 485/UART baud rate 9600bps ,supports communication
Communication interface
port upgrade program
4 SOC i} measurement K P HLIR AL 43 uses current integration
MM B R R G SR R, AT RER 5 I, HRtEEIRE .
P B B AR K AR 1.2m, 813 Y BEAR T 20m Q@
5 e % The short-circuit current of the battery pack exceeds the short-circuit current of the system
Short circuit parameters. Use an air switch to short-circuit 5 times and recover normally. The length of the
short-circuit loop should not exceed 1.2m, and the internal resistance of the loop should be
lower than 20mQ.

5. #/5 ¥ 84 (Communication Description)

5.1. UART J#ifl
BRANNIEEE UART J@ RPN, W EBSEEESF. Bonbt. EOyEE T @mEA, Wale & @Ml The default
communication protocol is UART, which can be used to communicate directly with Bluetooth, display, and host computer, etc., and can
also be customised to meet the customer's communication protocol;

5.2. RS485 #ifl(iEAL optional)
BRAA R RS485 B MY, 1B L @R S E EAHUEHTE R, BEEERBIAN 9600bps. MITE LALHLIREEHE Mt i & Fi{E

B BFREREE. B, B RS soc, Kb E BAE,

PR i 5 AT S BB B R PR, SCRRRE P T

Thg . (A A HLER T Windows 2 31°F G111 PCHL) . The default is up to the Daly RS485 communication protocol,which communicates

bt AReE AL X TR 14 SR EZ = 7 5821 2
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with the designated host computer through a special communication box, and the default baud rate is 9600bps. Therefore, various
information of the battery can be viewed on the host computer, including battery voltage, current, temperature, state, SOC, and battery
production information, etc., parameter settings and corresponding control operations can be performed after login, and the program
upgrade function can be supported. (This host computer is suitable for PCs of Windows series platforms).

5.3. CAN Bl (I£AC optional)
ERINIAEE CAN B, JE{53E %N 250KB/S. The default is Daly CAN protocol, and the communication rate is 250 kb/s.

5.4. N3P EE Buzzer logic
1E LA HUNC B S8 fe, BN 3R 4E4E DO [
BNy M I E Bk 60°CHY, A 1 AbE 1 8D, GiptiRAb AT NG IR, HRRE /N T 60C.
HoAth 3% AT B R 3R 55 HEAT B E s
Configure a buzzer to enable on the computer APP, and connect the buzzer to the DO1 port;
When the charging and discharging temperature reaches 60 ° C, the sound will stop for one second, and then the buzzer alarm will
continue;
Other logic can contact our business for software customization;

5.5. FHRLITLZHE Keyswitch logic

SCRPHRIT A MOS BRIRAR, ERUACARRE, A LW R B HLEH )

W REHBOR Mos

W PRERBOE MOS B 5 RIR,

FHRLTF G B M N IR 4, A2 T ¢ P& I Al .

HoAh B4 AT R A S BT AR E R, BTN 5v/12v/24 AR ER, [R5 S8R MOS 2.

Support key switch control MOS to follow the sleep, the default is disable, there are the following two optional logic through the host
computer or factory configuration:

1.key control discharge MOS tube;

2. key control discharge MOS tube with hibernation;

The control logic of the key switch is positive logic, that is, the control is done when the switch is closed.

Other logic can contact our business for software customisation, such as 5V/12V/24 external power supply wake-up, simultaneous
control of charging and discharging MOS and so on.

6. _EALHLUEBEA(PC Master Description)

PC _EAZHL (DALY BMS Tool) B REER N B n i s 42 i, B bk AT I I EAMUE S, Sa8diikis, 85, &
PR, BEEZERM. FHLAPP W E (g S

1. TS HUREIEIRGEE, REREE. R, BEESERHEK:

2. B EAHLE S B EE R

3. S HURHE BMS FH2L.

The DALY BMS function of the PC software displays the data monitoring interface by default. After entering a password and connecting
to the upper computer for communication, the data monitoring, parameter reading and writing, production manufacturing, and more
interfaces are displayed.

The mobile app sets protection parameters and synchronizes secondary and tertiary protection.

1.Analyze the data information sent by each module, and then display the voltage, temperature, configuration value, etc.;

2.Configure information to each module through the host computer;

3.Calibration of production parameters,BMS upgrade.

1 BMS Tookv1.12 ahfrs e BRENN suvx - o >

B O™ @, O™ @

wanE 2=

BMSEE  SW10_1102KMS V10103300 P21 KMS 202382292443
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7.

2317 R ~+ B (Dimensional Drawing Reference)

40/60/80/100A 5 )R~F (AEHAF) K*P*E . 167.5%65.5%14.5 (mm)

Dimensions of mainframe structure (without accessories)

Length*Width*Height: 167.5%65.5*14.5 (mm)

E: REEONERKBHAETIRERA, LLSEEC E e

Note:The schematic is for the maximum number of strings full-featured version, the configuration of the physical object

shall prevail
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8. O35 X(Interface Definition)

8.1. %I 5| I B

Interface pin instructions

i AmP i _ o B SCUEH
) b5 S -
Interface name Pin Jiil Definition description
Label
N / B- Fth A, BRI A
B-interface Battery negative, connect to battery negative
N / P- TRYBRFE L AR, 7 A A7 i
P-interface The charge and discharge negative terminal of the BMS is connected to the negative
terminal of the charge and discharge
KRR BO B35 1 T B /12 Connect to the negative terminal of the first battery
Sampling line interface B1l+ 5 1 T IE S Connect to the positive terminal of the first battery
PHB 2.0 7l B2+ 55 2 Fi M IEZ% Connect to the positive terminal of the second battery
PHB 2.0 with a buckle Behe )5 1 T H b IEZ% Connect the positive terminal of the last battery
Hbk: Rz WX Tk 14 SR Est 7 58212 Fi1fi: 0769-82822953
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W <17 ENIAMEN >17 B2 MG
Note: <17 strings are 1 interface; >>17 strings are 2 interfaces;
BedJa 1 19 FIhIERR
B+ ! B+ Connect the last positive battery terminal
1 GND H GND
E;g'ﬁ %t Df 2 NTC-1 145 FE 2% 1 # Temperature cable
-Ainterface
GH1.25 4Pin 3 GND H GND
4 NTC-2 2#IR FE 2 2 # Temperature cable
1 GND Hh GND
NTC-B %11 2 NTC-3 3#E 2k 3 # Temperature cable
NTC-B interface —— P
GH1.25 4Pin 3 GND f@.GND
4 NTC-4 AR E 2 4 # Temperature cable
1 5O DO, 12V CARBCY)RE NS a4, wEH|HAhIhfE; The standard function is the
DIO £ buzzer output. Other functions can be customized)
DIO interface 2 GND Hh GND
GH1.25 5Pin 3 DI1 DI CInput)
4 GND i GND
50 DO, 3.3V ChrBC D RE MR HLdar e, 7T 5 il H AR T §E; The standard function is the
5 output of the heating module. Other functions can be customized)
1 KEY+ HHRLTIFIRIE Key switch positive
KEY $: 2 TBD /
KEY interface 3 TBD /
GH1.25 4Pin 4 KEY- FHRLFF 41 Key switch negative
1 GND H GND
WIFI/GPS/UART/LCD/ ™5 3.3V {1k LU 3.3V Power supply is 3.3V
IR _
W|F|/GPS/UART/LCD 3 12v f;l\:EEEEAE 8-12V Power supply is 8-12V
/SOC display interface 4 S1 WS EE Activate button
GH1.25 6Pin 5 RX A & 1% Communication sending end
6 TX JE TR Communication receiving end
RS485/CAN %1 1 485_B 485 i NI 485 communication receiver
(LR 2 485_A 485 JETH K 1% 5 485 communication sender
RS485/CAN interface 3 ISO_GND| [# B Isolation ground GND
(Optional) 4 CAN_H CAN @ ifl 5 CAN communication high
GH1.25 5Pin 5 CAN_L CAN B if{f& CAN communication low

8.2. FHZEMUiH Description of main wires

LB 4 FR Line name ERINHHE Default specification JEHCHHE Optional specifications
NTC £ NTC line 28AWG L=250mm GH1.25 L=500mm . L=700mm. L=900mm
CAN/485 %k CAN/48S line / 26AWG L=300mm GH1.25
Key %k Key cable / 26AWG L=450mm GH1.25

10AWG/7AWG (40-60A 5 10AWG, 80-100A

B4 H7AWG)  L=100£8mm W {h /
btk 10AWG/7AWG (40-60A y 10AWG, 80-100A /
N 7AWG)  L=100£#8mm E{h
B+2k 2Pin_PHB2.0_18AWG_450mm £[{f /
SKFELL Sampling line 1007 24AWG L=450mm (9PIN) 5 % LR L=600mm. L=800mm
b e X T 14 S R =t 7 521 )2 FiTih: 0769-82822953
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9. LRV K& APP T#, (Wiring instructions and APP downloads)
FIRSE A U 5 M N APP, BT FELRG I Y AR B K https://www.dalyelec.com/service.html

Scan the QRcode using the browser to view the user manual and download APP, or use a computer browser to access

this website: https://www.dalyelec.com/service.html

10. {#fZ(Warranty)
ARAF R A BRI, B —F: NNRERSFEENRE, A4S

All lithium battery BMS produced by our company has one-year warranty; if the damage caused by human factors, paid

maintenanc

11. JEZHE I (Precautions)
110 AN A P & 1 Et Al /T RS % BMS AT ISR iR B, —E LT BRUCA B S 4 Batteries of

different voltage platforms need to be set for the BMS before use of the battery type, the general situation of the
factory default lithium iron parameters;

11.2. 77 5 I BRI e K 2, Ak AT T 2 B3R B R, iRk, AT APP B EALALEEAT %
H; The product defaults to the maximum number of strings when the product is shipped from the factory, and
the number of strings will be recognized automatically when the product is first powered up and used, if the
recognition fails, it can be set by APP or the host computer;

113 SRR WAIR AR B- (SR IFAG, 56 2 REERE 1 B e, Sk OER S —
BB IE A B B B+ IR BEE i 5 — H (S 1EHZ) |F « Welding sampling cable:Start with the thin black wire
connecting battery B-(total negative electrode),the second wire connects the positive electrode of the first string
of batteries,and then connects the positive electrode of each string of batteries in turn;finally,weld the B+wire on
the last string (total positive pole)

11.4.A4E)] FHHEL A B A, E I RE HBERATA T B EHEZ ; The cables of different manufacturers are not universal,
please make sure to use our company's matching cables

115 7E MK Zee . AT A RPN, AT B F i it ;  Take measures to discharge static electricity when
testing, installing, touching and using the BMS

11.6. AN EAL ORI AR (A Bl A, A 2Rk B i, M B¢ %24; Do not let the heat
dissipation surface of the BMS directly contact the battery cells, otherwise the heat will be transferred to the
battery cells and affect the safety of the battery

11.7. 080 HATIRED. EEfRY BT 2344: Do not disassemble or change BMS components by yourself

11.8. ZHHEAE MY Fh B B S S BT FEfd;  Avoid contact between the heat sink and the battery core and nickel
strip during assembly operations.

11.9. IR LR IR IR, EE IR, SR g T FSE A If the BMS is abnormal, please stop using it and use
it after the problem is solved

11.10. $E¥REF B IERR LR, JERIRE RO, SR RE & B2k A4 1538 Plug and unplug the connector cable, pay
attention to press the buckle position to unplug and unplug, otherwise the wire may be damaged.

11.11. accessory. For series connection, it needs to be customized separately.

11.12. MR 4. 5 FEREER, fRIIRM Uart & DO 1) 12v LR AR, S Bib 8 s B, PR
R SIAR T RIS . SORIERS, ¥ A 12v f th B EC A 2 PR E FRAS i v F - 540 wWiF) A
4G FEHREE; When the battery is 4. 5strings of LiFePO4, the 12V voltage of the Uart and DO of the BMS does not
regulate the voltage output, and the actual voltage value will be slightly lower than the total battery voltage
according to the total battery voltage change. Therefore, in the case of undervoltage, accessories with 12V

itk ZRoemima X Tl mEs 14 S R % =5 7 521 2 Fi1fi: 0769-82822953
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output will be unable to be used due to insufficient power supply, such as WIFI module, 4G module, etc.
11.13. iEE LR R L AT AR OR B-ZE42 7T 5E; Please ensure that the B- connection is secure before powering on the
BMS.

12. %#5 1% B (Special Note)

A = AT AR H R A S, AE RO R S AN E] CRE AR AE SR HEAGE . RFETEE) , X
2 BRI, i A% P AR IR B AT F OR AP AR, 75 SR AT I PRS0 S 4% — 5 TUR E ORI R
Our products undergo strict factory inspection and testing, but due to the different environments used by customers
(especially in high temperature, ultra-low temperature, under the sun, etc.), it is inevitable that the protection board

will fail. Therefore, when customers choose and use BMS, they need to be in a friendly environment, and select a BMS
with a certain redundancy capability.

F': :%EE&% Eﬁ Product change Instructions

fRA EHAR BHA B HM
(Version) (Change content) (Editor) (Change date)
A0 . Wﬁ . TR 2023/11/20
First edition
Al _ ﬁ%&ﬂéwg‘ EHES L=, 2023/11/29
Modify the translation content and update the model
BEERE U RTE. #ERH B
A2 Modify wiring instructions, dimensions, and operation 2023/12/05
instructions
BT SHUE, FE mos BERTHIR PR
A3 Modified some parameter values and added the description 2023/12/11
of MOS temperature protection
BB R YE EE BfhiR
A4 Example Change the value of the balanced current range 2024/1/5

BB V1.2 JRARINAE, XU DO, REKEMIL, BEFEHE MR
W, BERIRThEE

Update to V1.2 baseboard functionality, featuring dual DO,

A5 optimized acquisition precision, modified charging current, 2024/4/13
and adjusted sleep mode power consumption.
BEHRSE, #0E L3N E1 S
A6 Update dimension diagrams and interface definition 2024/5/6
specifications.
BEH R R R E 3G
A7 Update the power consumption and size diagram 2024/6/8
A8 HMHESH . 2024/7/25
Increase pre-charging parameters e
A9 ‘ BEUER, B ‘ ‘ . 2025/4/16
Modify the number of corresponding strings
A10 . BEHEREISH Yangweihao 2025/4/16
Modify related default parameters
A11 BEBARSE R sh IR F sh 5 Jianghuiming 2025/6/4
itk ZRoemima X Tl mEs 14 S R % =5 7 521 2 Fi1&: 0769-82822953
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Al12 WINERER Tanlejun 2025/09/28
WINANTR R &1 “ LR REL R HIM R E E

A13 BEMRT , BRIA B %R B o R (L RF 7R B . MOS RS, | Jianghuiming 2026/1/29
HERX M EEEE)”

Hbk: Rz WX Tk 14 SR Est 7 58212 Fiif: 0769-82822953
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